Sensor

Hier kdnnen alle typischen Eingangselemete von Fischertechnik ausgelesen werden.

Node 'sensor” bearbeiten Name: Bezeichnung der Node
Léschen Abbrechen Controller: nur TXT 4.0 moglich
Typ: Taster
© Eigenschaften LA Photowiderstand
Phototransistor
¥ Name Ultra Ultraschall
NTC-Temperatur
£ Controller TXT 4.0 v & + Farbsensor
I Type Ultrasonic v Spurfolger
Input Nr: Eingdnge TXT 4.0 ( 1 bis 8)
Ultrasonic distance sensor — connect to I-pin, GND and 9V Poll: 0 = Die Auslésung erfolgt durch eine
Eingangsnachricht
# Input Nr 7 o

ab 1 = Zeit der Wiederholung der Abfrage im ms
@ Poll (ms) 0

L]

0 = friggered by input messaae only
20.9.2026, 09:12:04 node: debug 79
O imestamp | —— T YU —— Wehiawi=] ® -> A
@ ulirasonic I7: 40 cm

Node 'inject' bearbeiten

Léschen Abbrechen

#+ Eigenschaften & B =
¥ Name Name

= | msg. payload = |~ @ milliseconds since epoch - x

=  msg. topic = v 2 x

Beispiel Taster:

£ Controller TXT 4.0 v & +

B Type Switch v
Digital switch — connect to I-pin and GND

FF Input Nr 2

<>

@ Poll (ms) 30

<>

2092026, 09:16:56 node: debug 17
t mzg. paylead - number
. 1
@ switch 12 0

mzg.paylead . number

a



